
General No.：118 

    Green Mark 

Lithographic Printing Services
Classified No.：G‐03

1. Scope
This standard is applicable to businesses (“providers”) that offer lithography
equipment and services, and have obtained the ROC government issued business
license(s) for the printing services.

2. Terms and definitions
For this standard, the following terms and definitions shall apply.

1) Lithography: Refer to the presence of blank part and the inked graphic/text part

on the same surface. The blank part is hydrophilic and oleophobic, and the 

inked graphic part is oleophilic. The printing plate is first soaked in water, so 

that a water film is formed on the blank part that is hydrophilic and oleophobic; 

ink is then added to the printing plate, so the graphic part is covered in ink. The 

graph/text on the graphic part of the printing plate is then transferred to paper 

or other surfaces through a plastic roller under pressure. 

2) FSC Certificate: the Chain of Custody (CoC) certificate issued by the Forest

Stewardship Council (FSC). 

3) PEFC Forest Certificate: the Chain of Custody (CoC) certificate issued by the

Programme for the Endorsement of Forest Certification (PEFC). 

4) G7: Refer to the printing processes control technologies which meet the

requirements of the General Requirements for Applications in Commercial 

Offset Lithography (GRACoL), jointly developed by the International Digital 

Enterprise Alliance (IDEAlliance) and CTP. 

5) CSC: Color Standard Certification.

6) JCS: Refer to the Japan Color Standard, which is the manufacturing standard for

Japanese printing industry to follow. 

7) FOGRA: Fogra Graphic Technology Research Association.

8) CIP3: Refer to the International Cooperation for Integration of Prepress, Press, and

Post Press, which is a printing process that was jointly developed by 

internationally‐known prepress, press, and post press companies. 

9) CIP4: Refer to the 4th P after the updated CIP3, which means integration of

prepress, press, and post press workflow. With one simple software, the entire 

work process can be simplified into a digital work process. 
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10) Computer to Plate (CTP): Refer to the creation of image from digital data 

directly on the printing plate. 

11) Eco‐friendly Inks: Refer to inks that contain the highest biodegradable 

ingredients, use renewable raw materials, and have low volatile organic 

compound (VOC) content, including water‐based inks, UV curable inks and 

plant‐based ink. 

12) Eco‐certified paper: Refer to paper with relevant certificates issued by Green 

Mark Program, Forest Stewardship Council (FSC), or PEFC. 

13) Environmental varnishes: Refer to the varnishes which contain low‐volatile 
organic solvent, or non‐volatile solvent. 

3. Levels of Green Mark Certification 

Green Mark certified lithographic printing services are divided into the following 

levels: 

1) Gold‐level Green Mark lithographic printing service: Meet the requirements of 

all mandatory criteria in 4.1, and at least 90% of the optional criteria in 4.2. 

2) Silver‐level Green Mark lithographic printing service: Meet the requirements of 

all mandatory criteria in 4.1, at least one requirement in each subsection of 4.2, 

and at least 75% of the optional criteria in 4.2.   

3) Bronze‐level Green Mark lithographic printing service: Meet the requirements 

of all mandatory criteria in 4.1, at least one requirement in each subsection of 

4.2, and at least 50% of the optional criteria in 4.2. 

 

Table 1 – Levels of Green Mark Lithographic Printing Service and Requirements 

Level  Characteristics and Requirements 

Gold‐Level Green Mark 

Lithographic Printing Service 

Meet all mandatory criteria in 4.1, and at least 

90% of the optional criteria in 4.2. 

Silver‐Level Green Mark 

Lithographic Printing Service 

Meet all mandatory criteria in 4.1, at least one 

requirement in each subsection of 4.2, and at 

least 75% of the optional criteria in 4.2. 

Bronze‐Level Green Mark 

Lithographic Printing Service   

  Meet all mandatory criteria in 4.1, at least one 

requirement in each subsection of 4.2, and at 

least 50% of the optional criteria in 4.2. 

 
4. Characteristics and specific requirements 
The provider shall provide evidence for compliance with the following requirements. 
 
4.1 Mandatory criteria 
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4.1.1 The provider’s environmental management shall meet the following 
requirements: 
(1) No record of fines/punishments by environmental competent authority due to legal 
non‐compliances one year prior to submitting application. 
(2) Received ISO 9001 quality management system and ISO 14001 environment 
management system certification within the past year. 
(3) Developed waste clearance and treatment plan which is implemented and 
periodically reviewed.   
(4) Implemented employee environmental education and training plan and maintained 
relevant records. 
4.1.2  When purchasing paper, priority shall be given to commercially available 

environmentally certified paper, and the procurement ratio shall be more 
than 50%. 

4.1.3  The use of raw materials shall meet the following requirements: 

1) The ratio of environmental‐friendly ink used shall be above 50%. 

2) The ratio of environmental‐friendly varnishes used shall be above 50% 

(those with no such process shall be exempt). 

3) The wetting solution shall not contain methanol. 

4) The ratio of water‐based, hot melt adhesive used shall be more than 50% 

(those with no such process shall be exempt). 

5) Lithographic ink shall not contain formaldehyde, halogenated solvents, 
triphenyltin (TPT), tributyltin (TBT), phthalates plasticizers and azo dyes, 
and their measured contents shall be below the regulatory limits. 
However, for the year prior to submitting Green Mark application, only 
those lithographic printing inks which account for at least 85% of total 
accumulated ink weights (sum of weights of all inks beginning with the 
most used inks) need to submit test reports.   

6) The lithographic printing ink’s measured content of hexavalent 
chromium, cadmium, lead, arsenic, antimony, barium, selenium and 
mercury shall be below the regulator limit. However, for the year prior to 
submitting Green Mark application, only those lithographic printing inks 
which account for at least 85% of total accumulated ink weights (sum of 
weights of all inks beginning with the most used inks) need to submit 
test reports.   

7) Applicants shall submit a list of the raw materials used and their 
associated Material Safety Data Sheets (MSDS). The MSDS shall contain 
detailed description of the material’s content, Chemical Abstracts Service 
Registry Number (CAS No.), and the substance’s name shall not be 
substituted with only common name, abbreviations, or trade names. The 
raw materials used shall be stored and safely disposed of in accordance 
with the instructions of the MSDSs. 

4.1.4  The provider’s waste reduction technology shall meet the following 

requirements: 
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1) Use of the control ink platform. 

2) Use of digital proofing technology. 
4.1.5  The provider’s quality management shall meet the following requirements: 

1) Use of the color detection equipment. 

2) The color verification or calibration shall pass one of the G7, CSC, JCS and 
FOGRA certification, and shall have a valid certificate. 

4.1.6  The provider’s energy use shall meet the following requirements: 

1) The plant shall have a power‐use plan, such as submitting contract 

capacity and tariff table with the Taipower, as well as the power 

configuration and design documentation. 

2) Conduct annual maintenance and adjustment of the air conditioning and 

ventilation system. 

3) Conduct maintenance and adjustment of water use equipment 
(including nozzles, valves, pipelines, reservoirs, and cooling towers) every 
six months. 

4.1.7  The provider’s air pollution control, water pollution control and waste 

disposal shall meet the following requirements: 

1) Install dust collection hood (those with no such process shall be exempt).

2) Use of fountain solution circulation and filtering system (those with no 

such process shall be exempt). 

3) The classification, treatment and recovery of wastes shall be conducted 

in accordance with the Waste Disposal Act and the Resource Recycling 

and Reuse Act. 

4) Effluent from the printing press and printing plate‐manufacturing plant 
shall meet the requirements of the Effluent Standards’ categories on 
"other industries" and "photo‐finishing industry and plate‐manufacturing 
industry”, including the requirements on pH, water temperature, 
chemical oxygen demand (COD), biochemical oxygen demand, 
suspended solids and true color. 

4.1.8  Packaging of the provider’s printed products shall meet the following 
requirements : 

1) The product’s plastic packaging materials shall not use polyvinyl chloride 

(PVC) plastics or other halogenated plastics. 

2) The product’s shipping packaging carton shall be made from recycled 

paper with at least 80% recycled content. 

4.2 Optional criteria 
4.2.1The provider’s environmental management shall meet the following 

requirements: 
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1) Conduct greenhouse gas emissions inventory and verification, and 

complete the national greenhouse gas platform registration and 

continuous improvement. 

2) Have a mechanism in place to gather and review customers’ comments 

and make improvement.   

3) When purchasing paper, priority shall be given to environmentally 

certified paper, and the procurement ratio should be more than 75%.   

4) Has received Green Factory Certification, Green Role Model Award, 

Corporate Environmental Award, National Quality Award, National Small 

and Medium Enterprise Award, Excellence Industries Award, or other 

relevant environmental certification 

4.2.2  The provider’s waste reduction technology shall meet the following 

requirements: 

1) Use of on‐screen proofing technology (shall meet the requirements of 

ISO 3664 standard, also known as soft‐proofing). 

2) Use of CIP 3 or CIP 4 system. 

3) Use of water wash or non‐chemical development computer to print 

(CTP) process. 

4) Use of the ink concentration information memory card.   

5) Use of color scanning instrument. 

6) The amount of paper loss is below 5%. 

7) The process has reduced the use of ink and loss in order to achieve 
effective control of volatile organic solvents (VOCs). Previous year’s ink 
consumption (kg)/previous year’s printing press counts (counts in 
millions) shall be less than 3 kg/million counts. 

4.2.3  The provider’s air pollution control, water pollution control and waste 

disposal shall meet the following requirements: 

1) Use of closed gas collection and cleaning system. 

2) Use of printing press water recycling and re‐use device to reduce the 

amount of detergent and fountain solution used and related waste. 

3) Use of alcohol‐free printing fountain solution filtration system, to reduce 
the amount of detergent and fountain solution used and related wastes. 

4.2.4  The provider’s green purchasing shall meet the following requirements: 

1) Place priority in purchasing office supplies with Green Mark logos. Each 

year, the green product (product with Green Mark, Type II Environmental 

Product certification, Energy Label, or Water Saving Label) purchase ratio 

in at least five green product categories shall be at least 50%.   
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2)   When purchasing new or upgrading office equipment, 
air‐conditioners or lamps, products with Green Mark or Energy Label 
shall be considered first. 

5.  Test methods and regulatory limits   

Testing methods shall be based on national, international or industry‐specific standards, 

with the following regulatory limits: 

Applicable 

Part/substance 
Regulated Substance  Regulatory Limit

Referenced Test 

Methods 

Ink  Methanol  5 ppm  NIEA R502 

Ink  Halogen solvents  5 ppm  EN 14582 

Ink 

Hexavalent Chromium  60 ppm 

NIEA T303 

US EPA 3060A 

US EPA 7196A 

Ink 

Cadmium  75 ppm 

NIEA M353 

US EPA 3050B 

US EPA 3051A 

Ink  Lead  90 ppm 

NIEA M353 

US EPA 3050B 

US EPA 3051A 

Ink 

Arsenic  25 ppm 

NIEA M353 

US EPA 3050B 

US EPA 3051A 

Ink 

Antimony  60 ppm 

NIEA M353 

US EPA 3050B 

US EPA 3051A 

Ink 

Barium  500 ppm 

NIEA M353 

US EPA 3050B 

US EPA 3051A 

Ink 

Selenium  500 ppm 

NIEA M353 

US EPA 3050B 

US EPA 3051A 

Ink 

Mercury  60 ppm 

NIEA M317 

NIEA M318 

US EPA 7471B 

US EPA 7473 
 

‐6‐ 



 

Green Mark Criteria 118

Ink 
Triphenyltin (TPT), Tributyltin 

(TBT) 
2 ppm 

NIEA T504 

CNS 13105 

Ink 
Phthalate 

Ester plasticizers 
5 ppm 

NIEA T801 

NIEA M731 

US EPA 3550C 

CNS15138‐1 

Ink  Azo colorants  5 ppm  LMBG 82.02‐2 

 
6. Labeling 

Based on the achieved level, the provider shall be labeled as “Gold‐Level Green Mark 

Lithographic Printing Service”, “Silver‐Level Green Mark Lithographic Printing Service”, 

or “Bronze‐Level Green Mark Lithographic Printing Service”, at its site and on relevant 

service documents, and the Green Mark Certificate shall be placed at a prominent place 

near the receiving area of the site.   

Printed products may not be labeled with the Green Mark logo, but a text description 
can be used to indicate that the printer has received the Green Mark Lithographic 
Printing Service certification (including level certified).   
   
7. Notes 

7.1 Green Mark‐labeled providers shall conduct continuous improvement actions to the 

above environmental measures, and shall provide an annual report for the prior year 

on baseline comparison and analysis of difference in compliance with relevant 

requirements. 

7.2 For Silver‐Level or Bronze‐Level providers, becoming a Gold‐Level provider can be 

set as a goal, followed by relevant measures for continuous improvement. 

7.3 When a provider applies for Green Mark for the first time and is unable to receive 

certification, it shall describe how it intend to comply with the relevant requirements 

during its second application. 

 

 

Revision History: 
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